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p/n 0845BNVOLV and 0845BNVTAN  

MSRP $539.00

	Measurements: Heading (true and magnetic), Wind Direction, Crosswind, Headwind/Tailwind, Altitude, Pressure Trend, Barometric Pressure, Relative Humidity, Heat Stress Index, Dewpoint, Wet Bulb Temperature, Density Altitude, Wind Chill, Air, Snow and Water Temperatures, Current and Average Wind Speeds and Maximum Wind Gust, Customizable 1400 Data Point Storage, Wireless, Automatic Data Transfer. 

Now, with integrated Bluetooth technology, both real-time and logged data can be transferred wirelessly and automatically to a laptop or PDA. Every Bluetooth Kestrel will include custom communication software designed to quickly and easily configure your data transmission frequency, download logged data, graph data, and transfer data to other applications. 

Data transmission range adjustment allows you to maximize power to communicate with your Kestrel at up to a 30 feet range, or reduce power for closer, more secure operation. Individual unit IDs ensure you pair with the Kestrel you want, even when more than one system is operating in the same area. 

A little about NV: This unit has a night-vision preserving backlight which helps users to sustain natural night vision. The NV's backlight incorporates an optical filter to reduce overall brightness and minimize blue and green spectrum light to preserve night vision. Additionally, NV backlights are also much dimmer than a standard backlight, making it more difficult to detect with the naked eye in night operations. This backlight appears soft grayish pink, not red, and is still in the visible spectrum, so is not compatible with night-vision equipment. 

It takes 30 to 45 minutes for the average eye to adapt to darkness and maximize night vision. Even a short burst of white, yellow, green or blue light “bleaches out” the rod cell photoreceptors in the eye and causes night blindness until the entire adaptation process can take place again. Light in the red spectrum does not cause this “bleaching out”, preventing night blindness and night vision fatigue. 

Available in Olive Drab or Desert Tan case.
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p/n 0845BYEL  MSRP $529.00

	The Kestrel® Tracker is the next generation of weather monitoring. Measure EVERY major environmental condition, easily and accurately, right in the palm of your hand. The chart mode allows users to recall and graph up to 2000 measurements, along with the date and time of storage. Heading (true and magnetic), Wind Direction, Crosswind, Headwind/Tailwind, Barometric Pressure, Altitude, Density Altitude, Temperature, Humidity, Wind Speed, Wind Chill, Dew Point, Wet Bulb, and Heat Index... all in one pocket sized instrument. Tripod mountable. Uses our Kestrel tripod or any standard camera tripod 1/4", 20 thread fitting. 
Now, with integrated Bluetooth technology, both real-time and logged data can be transferred wirelessly and automatically to a laptop or PDA. Every Bluetooth Kestrel will include custom communication software designed to quickly and easily configure your data transmission frequency, download logged data, graph data, and transfer data to other applications. 
Data transmission range adjustment allows you to maximize power to communicate with your Kestrel at up to a 30 feet range, or reduce power for closer, more secure operation. Individual unit ID’s ensure you pair with the Kestrel you want, even when more than one system is operating in the same area. 
Also available in NV configuration. 
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p/n 0843B MSRP $469.00

	We partnered with the authorities on concrete shrinkage to develop the perfect tool for professionals who are placing concrete - the Kestrel 4300. Measuring the relative humidity, ambient temperature and wind velocity right where the concrete is being placed can help prevent plastic shrinkage from occurring, and a Kestrel 4300 is the perfect solution. In addition to the current environmental conditions, the 4300 automatically calculates the evaporation rate, eliminating the need to refer to ACI charts. 

Measures: evaporation rate, relative humidity, current/max/average wind speed, temperature, dewpoint, barometric pressure, heat stress index, wet bulb temperature, wind chill, altitude, density altitude and features an 1800-point data logger. Wireless, Automatic Data Transfer. 

Now, with integrated Bluetooth technology, both real-time and logged data can be transferred wirelessly and automatically to a laptop or PDA. Every Bluetooth Kestrel will include custom communication software designed to quickly and easily configure your data transmission frequency, download logged data, graph data, and transfer data to other applications. 

Data transmission range adjustment allows you to maximize power to communicate with your Kestrel at up to a 30 feet range, or reduce power for closer, more secure operation. Individual unit IDs ensure you pair with the Kestrel you want, even when more than one system is operating in the same area. 
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p/n 08425B  MSRP $469.00

	Even slight changes in air density, water grains, and density altitude can dramatically affect a machine’s performance. With the added ability to easily measure and track these and other critical factors, the Kestrel 4250 Racing Weather Tracker arms racers with the accurate weather data needed to make those last minute jetting or tuning decisions. 

Measurements: Moisture Content (Water Grains), Air Density, Relative Air Density, Relative Humidity, Barometric Pressure, Altitude, Heat Stress Index, Dewpoint, Wet Bulb, Density Altitude, Wind Chill, Air, Snow and Water Temperatures, Current and Average Wind Speeds and Maximum Wind Gust, Customizable 2000 Data Point Storage, Wireless, Automatic Data Transfer. 

.Now, with integrated Bluetooth technology, both real-time and logged data can be transferred wirelessly and automatically to a laptop or PDA. Every Bluetooth Kestrel will include custom communication software designed to quickly and easily configure your data transmission frequency, download logged data, graph data, and transfer data to other applications. 

Data transmission range adjustment allows you to maximize power to communicate with your Kestrel at up to a 30 feet range, or reduce power for closer, more secure operation. Individual unit IDs ensure you pair with the Kestrel you want, even when more than one system is operating in the same area. 
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p/n 0842B  MSRP $469.00

	Measurements: Humidity Ratio, Relative Humidity, Current, Average and Max Air Velocity, Air Flow, Temperature, Barometric Pressure, Dewpoint, Wet Bulb Temperature, Altitude, Heat Stress Index, Density Altitude, Windchill, Wireless, Automatic Data Transfer. 

Now, with integrated Bluetooth technology, both real-time and logged data can be transferred wirelessly and automatically to a laptop or PDA. Every Bluetooth Kestrel will include custom communication software designed to quickly and easily configure your data transmission frequency, download logged data, graph data, and transfer data to other applications. 

Data transmission range adjustment allows you to maximize power to communicate with your Kestrel at up to a 30 feet range, or reduce power for closer, more secure operation. Individual unit IDs ensure you pair with the Kestrel you want, even when more than one system is operating in the same area. 
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p/n’s 0840BNVOLV and 0840BNVTAN

     MSRP $479.00

	Measurements: Altitude, Pressure Trend, Barometric Pressure, Relative Humidity, Heat Stress Index, Dewpoint, Wet Bulb Temperature, Density Altitude, Wind Chill, Air, Snow and Water Temperatures, Current and Average Wind Speeds and Maximum Wind Gust, Customizable 1400 Data Point Storage, Wireless, Automatic Data Transfer. 

Now, with integrated Bluetooth technology, both real-time and logged data can be transferred wirelessly and automatically to a laptop or PDA. Every Bluetooth Kestrel will include custom communication software designed to quickly and easily configure your data transmission frequency, download logged data, graph data, and transfer data to other applications. 
Data transmission range adjustment allows you to maximize power to communicate with your Kestrel at up to a 30 feet range, or reduce power for closer, more secure operation. Individual unit IDs ensure you pair with the Kestrel you want, even when more than one system is operating in the same area. 


A little about NV: This unit has a night-vision preserving backlight which helps users to sustain natural night vision. The NV's backlight incorporates an optical filter to reduce overall brightness and minimize blue and green spectrum light to preserve night vision. Additionally, NV backlights are also much dimmer than a standard backlight, making it more difficult to detect with the naked eye in night operations. This backlight appears soft grayish pink, not red, and is still in the visible spectrum, so is not compatible with night-vision equipment. 

It takes 30 to 45 minutes for the average eye to adapt to darkness and maximize night vision. Even a short burst of white, yellow, green or blue light “bleaches out” the rod cell photoreceptors in the eye and causes night blindness until the entire adaptation process can take place again. Light in the red spectrum does not cause this “bleaching out”, preventing night blindness and night vision fatigue. 

Available in an Olive Drab or Desert Tan case.
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p/n’s:  0840BGRY,  0840BORA and 0840BOLV                   

MSRP $459.00

	The Kestrel® Tracker is the next generation of weather monitoring. Measure EVERY major environmental condition, easily and accurately, right in the palm of your hand. The chart mode allows users to recall and graph up to 2000 measurements, along with the date and time of storage. Barometric Pressure, Altitude, Density Altitude, Temperature, Humidity, Wind Speed, Wind Chill, Dew Point, Wet Bulb, and Heat Index... all in one pocket sized instrument. Tripod mountable. Uses our Kestrel tripod or any standard camera tripod 1/4", 20 thread fitting. 

Now, with integrated Bluetooth technology, both real-time and logged data can be transferred wirelessly and automatically to a laptop or PDA. Every Bluetooth Kestrel will include custom communication software designed to quickly and easily configure your data transmission frequency, download logged data, graph data, and transfer data to other applications. 

Data transmission range adjustment allows you to maximize power to communicate with your Kestrel at up to a 30 feet range, or reduce power for closer, more secure operation. Individual unit ID’s ensure you pair with the Kestrel you want, even when more than one system is operating in the same area. 

Also available in NV configuration. 

Case colors available:  charcoal grey/black, safety orange and olive drab


